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WEST YORKSHIRE PLAYHOUSE

TECHNICAL SPECIFICATION SHEET
COURTYARD THEATRE

STAGE:
The performance area is 11.70m wide x 10.80m deep but with a .90m overhanging gallery U.S. at 5.35m, with wing widths of 3.20m, grid height 10m.
SUSPENSIONS:

Max flying height is 9.80m, fly galleries at 5.5m above stage level and upper (technical) galleries 8m above stage level.  

Operating winch gallery stage right. 

12 x 250kg cross stage self sustaining hand winch sets fitted with 12m single 50mm O/D bars.

Counterweight cradles can be temporarily fitted with prior notice and time allowed, extra costs will be incurred. 

2 x 250kg up/down stage hand winch sets (1 S.L. & R) fitted with single 50mm O/D bars.  These are permanently rigged with masking and unavailable.
Fly and technical galleries are fitted with timber pin rails along onstage edges.  Removable belaying pins may be installed at 300mm centres for tying off hand lines etc.
5 x 250kg hand winch sets operated from stage right technical gallery over the auditorium.

STAGE FLOOR:

Stage floor surface is 6mm MDF on 25mm ply.

Dip troughs with hinged lids run up and down stage in both wings and across the rear of the Stage Area.  There is no rake and can be made suitable for dance.  Cross over via backstage corridor.
Twenty nine 1200mm x 1200mm modules and four 1200mm x 1670mm are located within the stage structure.  These can be removed with prior notice but will incur extra costs.

ACCESS:

The Get In is S.L. via scene dock on street level.  Dock doors (3.5m wide x 4.5m high).
Various access equipment available.  Full black masking. 

PROSCENIUM:
The ‘Proscenium’ opening is normally 11.74m wide. 
LIGHTING:

Control room at rear auditorium.

Please see LX Equipment List for full information
SOUND: 

Operating position at rear of auditorium in control room.

Please see Sound Equipment List for full information

STAGE MANAGEMENT:

SM control position at rear of auditorium (in lighting control room).

16 circuit cue light control.  Please note that these are only operable from the rear auditorium position and NOT on side of stage.
CCTV and CATV system with low light infra red and colour cameras.

Show relay and paging system to all FOH, artists and staff areas.

BACKSTAGE:

5 dressing rooms, please see dressing allocation sheet
Maintenance laundry available by arrangement.  Installed with washers, dryers, drying cabinets and industrial irons.
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