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West Yorkshire Playhouse

Quarry Theatre
SOUND SPECIFICATION

Consoles:

Midas Heritage 1000 Console
40 Mono & 8 Stereo Input

10 Groups, 10 Aux, 10 VCA, 8-Way Matrix.


System processing via Yamaha DME 32 - 8 in / 12 out

Additional or alternative input/output configurations/cards

For the DME may be available on request


Yamaha DM1000 Digital Console

20 Analogue Inputs

16 Analogue Outputs

MY16AT Digital I/O

Additional or alternative input/output configurations/cards
may be available on request
Loudspeakers:

FOH L


1
d&b C6
1
d&b C690
FOH R

1
d&b C6

1
d&b C690

FOH Centre

2
d&b C690

Subs


4
d&b C7 

Delay’s

6
d&b E3 
Front Fill 

6
d&b E3 (subject to availability)

ROH/Surrounds
6
Tannoy B50

On stage FX

4
Martin F15
Amplifiers:

1
d&b P1200 with C6 Module

FOH L
1 d&b P1200 with C6 Module

FOH R
2 d&b P1200 with C6 Module

Centre



1 
d&b P1200 with C7 Module

Subs



3 
d&b E-Pac



Delays
6 
Yamaha H3000

6 
Yamaha H5000




6
d&b E-Pac (subject to availability)

Playback:

1 
Denon DN1050R Minidisc 




1
Tascam MD-350 Minidisc 



1
Denon DN-C635 CD Player
1 
Cassette Tape Player

1 Akai S6000 Sampler

1 Show Control PC (Windows XP)
16 channel digital output via

Lynx sound card & 2 x Alesis AI3

Software:

G-Type for Windows
SFX Pro Audio 5.6
SFX 6.2 Deluxe
SCS Professional Plus 

Yamaha Studio Manager V2

Control Position:
Dedicated control position centre rear of auditorium 

Comms:
Tecpro wired comms system with interface to Motorola Radio’s (number available may vary)

Additional speakers, microphones, signal processing & effects etc may be available on request depending on requirements in other performance spaces. For further enquiries, please contact the West Yorkshire Playhouse Sound Department.
Major re-rigging or alterations to the configuration of the standard in-house loudspeaker system is subject to prior arrangement.

NB:
Radio frequency apparatus (including radio microphones) can only be used in the Quarry Theatre by prior arrangement. (Frequencies must be supplied in advance A licence may be required)

Visiting companies bringing sound equipment into the Quarry Theatre must ensure the equipment is PAT tested and electrically safe.
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